TREE DENSITY

TREE DENISTY FACTOR = 14 UNITS/ACRE
REQUIRED TREE DENSITY = 14*1.5 ACRES = 21 UNITS

PROVIDED TREE DENSITY
EXISTING TREE SCHEDULE UNITS
-TOTAL EXISTING TREE UNITS = 8.6

WAGBBONER
SUMNER &
DANNON, INC.

BARGE

REPLACEMENT TREE SCHEDULE UNITS
-TOTAL PROPOSED TREE UNITS = 13 UNITS

TOTAL TREE DENSITY UNITS PROVIDED = 21.6

ARCHITECTS PLANNERS
LANDSCAPE ARCHITECTE AND BURVEYDRB

FIRST TN BANK
2,626 S.F.
F.F.E. 597,17

211 Commerce Street, Suite 600, Noshville, Tennessee 37201
PHONE  (615) 254-1500 FAX (815) 255-8572
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EXISTING TREES TO BE REMGQVED: >
\ < O
KEY SIZE SPECIES CONDITION Z X o
1 g MAPLE \GOOD < m e
2 g" MAPLE GOOD _| v 8
3 9" MAPLE GOOD o @
4 18" PINE GOOD w Z -z
: - o AL
7 10 PINE GOO < | DWyY
: z=liov cood. S|lwzs
10 10" CHERRY GOOD ol A I(.,U) = g
TOTAL TREES TO BE REMOVED = 10 p »n O =
TOTAL CALIPER INCHES OF TREES TO BE REMOVED = 103 INCHES 5 =
Z D
R
EXISTING TREES TO REMAIN: ||-|_J I~
|_
)]
e
L

KEY SIZE SPECIES CONDITION
1 14" ZELKOVA GOOD
2 1" CHERRY GOOD
3 10" CHERRY GOOD
4 10" CHERRY GOOD
5 10" CHERRY GOOD
TOTAL HEALTHY TREES TO REMAIN =5
TOTAL CALIPER INCHES OF HEALTHY TREES TO REMAIN =55 INCHES
LANDSCAPE REQUIREMENTS: :
PARKING LOT = 1 TREE / 10 PARKING SPACES g
PARKING SPACES ADDED = 14 SPACES ]
TOTAL TREES REQUIRED =1 TREES 2
TOTAL TREES PROVIDED = 4 TREES z|8
=
PARKING LOT = 8% MIN. INTERIOR LANDSCAPE AREA % %
PARKING AREA ADDED = 18,396 S.F. g a
TOTAL INTERIOR LANDSCAPING REQUIRED = 1,472 S.F. (8.0%) +
TOTAL INTERIOR LANDSCAPING PROVIDED = 3,350 S.F. (18%) é»
PERIMETER PARKING 1 TREE/50' OF PERIMETER PARKING E E
460' OF PERIMETER PARKING /50 =9 TREES
TOTAL TREES PROVIDED =9 g E‘
NOTES: =
1. SEE SHEET L2 AND L3 FOR LANDSCAPE DETAILS, NOTES AND SCHEDULES, &z
2, ALL AREAS OUTSIDE OF LANDSCAPE SHALL HAVE A PERMANENT STAND OF TURF
R e o A SRR e
3. ALL LANDSCAPE Al ; ;
COORDINATE WITH OWNER. . Know what's below L 1
4. ALL TREE PROTECTION FENCING SHALL BE IN PLACE PRIOR TO THE ISSUANCE OF A . \ |11 Call before you dig.

GRADING PERMIT AND SHALL BE MAINTAINED IN GOOD WORKING ORDER UNTIL AL
CONSTRUCTION ACTIVITY IS COMPLETED. ANY REQUIRED EROSION CONTROL MEASURES

1 811 20 10 @ 20 40/
SHALL BE PLACED OUTSIDE OF ANY TREE PROTECTION FENCING. \ 5\

www.callg11.com
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SCALE: 1 INCH =20 FEET
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